RadioShack 




49-1020 

14” black and bhite 


2 channel surveillance monitor 



Thank you for purchasing a RadioShack biack and white 
14-inch 2-Channei Surveiiiance Monitor. Your monitor is 
an important addition to your existing security system, 
it features fiexibie operation with many security oriented 
benefits. 

what’s included 


14 inch 2 channel monitor users guide 


Note: Actual product may vary from the images found in this 
document. 


Please read this user's guide before 
installing, setting up and using your new product 
www.radioshack.com — ■ 


on the front 




standby - Press to enter standby 
mode. The red LED lights. Press it 
again to turn the power on. 


nVIlC (Microphone) - Press and 
hold to talk to someone near 
Vthe camera. Release it to listen 



SEQ - Press to automaticallyN 
switch views between 
camera 1 and camera 2. 



Press to see image 
from camera 1 only. 

from camera 2 only. 



TIME - Adjust the dwell time (the time 
sequence that the cameras will use to 
switch from camera 1 to 2 using the 
rotator dial. Turn counterclockwise or 
clockwise to set a comfortable time. 



- Press to play back the ' 
video from the VCR or to 
view the signals from the 
\A-IN/V-IN jacks. 


/Volume - Adjusts the 
sound volume picked 
up by the camera 
microphone. 
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on the back 




1 


(Audio Input) - 

Connects to the audio output 
jack on your VCR or to a 




If a camera is plugged into the 
Video Cl (in) and the Audio Cl 
(in) jacks, the talk function will 
not work. 


AUX OUT: 

Video Out- Connects to the 
video input jack on a monitor. 
Audio out - Connects to the 
audio input jack on a monitor 



^VCR OUT 
Video Out - Connects to the 
video input jack on your VCR. 
Audio out - Connects to the 
audio input jack on your VCR. 


/^-IN (Video Input) 
Connects to the video 


(C1 (CAMERA 1) ^ ( ^C2 (CAMERA 2) 



output jack on your VCR or | 
. a camera. 


Video in - RCA x 2 



POWER ON/OFF - Turns 
the monitor on or off. 


D 


CONT (Contrast) - Adjusts the 
variation between the dark and 
light parts of the picture. 


BRIT (Brightness) - Adjusts the 
overall brightness of the screen 
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setting up your monitor 



Before you install the monitor and any camera, 
carefully plan the location where you will route 
the connection cables. Keep the following in 
mind when planning the installation. 

• This system is designed for indoor 
use only. 

• Do not install any camera or monitor 
where it will be exposed to high humidity 
or rain. 

* Select a location for the monitor that 
will not be blocked by objects or traffic. 
Make sure the selected location is not in 
direct sunlight or with a direct light source 
that might make observing the monitor 
difficult. 

* Do not route any of the connecting 
cables close to power or telephone 
lines, transformers, or other electrical 
equipment that could interfere with 
your security system or with any nearby 
system or device. 
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operation 




Press POWER on the monitor. The default channel 
is channel 1 . 



If you connected a camera to V-IN/A-IN jacks, press 
VCR so the indicator lights to view the signal from 
the second camera. 


To talk to someone near the camera, hold down 
MIC so the MIC indicator lights up. Speak into 
MIC beneath the screen. Release MIC to listen. 

Using a VCR 

You can connect a VCR equipped with separate 
audio and video input jacks to the monitor. You can 
then playback the recording on the monitor or on a 
standard TV equipped with AV input jacks. 

To record the sound and picture from your camera, 
connect the monitor's V OUT and A OUT jacks to 
the audio and video input jacks of your VCR using 
video-quality shielded cables (not supplied). 



You can record the picture in color even though 
the monitor screen shows only black and white. 


If you plan to play the recorded tape through the 
monitor, connect the monitor's V IN and A IN 
jacks to the VCR's audio and video output jacks 
using video-quality shielded cable (not supplied). 






connecting a camera 




Use the cable that comes with the camera 
to make the connections. Follow these steps 
to connect a black and white surveillance 
camera. 


1 . Connect the mini-DIN plug at one end of the 
cable supplied with the camera to the Cl or 
C2 mini-DIN jack on the rear of the monitor. 

2. Connect the other end of the cable into the 
mini-DIN jack on the end of the cable from 
the camera. 


3. Plug the monitor's AC power cord into a 
standard AC outlet. 


You can connect one more camera to V-IN/A- 
IN jacks for just viewing/listening, provided 
you do not use these jacks to connect a VCR. 

1. Use the 6-inch adapter cable supplied with 
the camera. Connect Audio Out to the A-IN 
jack and Video Out to the V-IN jack on the 
monitor. 

2. Connect the camera's supplied AC adapter to 
the DC IN barrel jack of the cable. 

3. Connect the DIN plug on the other end of 
the cable to the camera's 59-foot cable and 
connect the long cable to the cable on the 
camera. 

You can also use these jacks to connect other 
types of cameras if the camera has video/ 
audio output jack. 


VCR recording 


Follow these steps to record the input from one camera. 

1. Turn on the system and the VCR. 

2. Load a blank video cassette into the VCR. 

3. Most VCRs have either a separate switch or built-in 
electronic programming to let you switch between 
a TV source as input or another source connected 
to the audio/video jacks. Using the method 
appropriate for your VCR, select the source 
connected to the audio/video input jacks. 

If your VCR has no provision for recording a 
separate external source, special accessories are 
available at your local store. 

4. Select the desired recording speed and other 
settings on your VCR. 

5. Begin recording. 




VCR playback 


To view a recorded tape through the monitor, 
follow these steps. 



1. Turn on the monitor and the VCR. 


2. Press VCR on the monitor's front panel. The 
VCR indicator lights. 

3. Begin playback on the VCR. 


V. 




troubleshooting 




If your monitor is not working as it 
should, these suggestions might help you 
eliminate the problem. If the monitor still 
does not operate properly, take it to your 
local RadioShack store for assistance. 

No picture appears. 

Be sure the monitor's power is on. 

Check the connections between the camera 
and the monitor. Be sure audio and video 
cable connections are secure. 

Adjust CONT. 

Image is not clear. 

Adjust CONT. 

Adjust BRIT. 

Be sure the selected camera is not pointed 
directly at a light source. Set to record. 

Check the connections between the camera 
and the monitor. 

Cannot play back using the monitor. 

Check the cable connections. Be sure the 
audio and video cables are not reversed. 

Be sure the VCR is set to play. 

Cannot record to a VCR. 

Check the cable connections. Be sure The 
audio and video cables are not reversed. 

Be sure the VCR is set to audio/video input 
and is set to play. 
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care 



FCC information 



Keep the monitor dry. If it gets wet, wipe it 
dry immediately. Use and store the monitor 
only in normal temperature environments. 
Handle the monitor gently and carefully, do 
not drop it. Keep the monitor away from 
dust and dirt. Wipe the monitor with a damp 
cloth occasionally to keep it looking new. 


This equipment has been tested and found to compiy with the iimits for 
a Ciass B digital device, pursuant to Part 1 5 of the FCC Rules. These 
limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, 
and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio 
communications. Flowever, there is no guarantee that interference will 
not occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures: 


Modifying or tampering with the monitor's 
internal components can cause a 
malfunction and invalidate its warranty and 
void your FCC authorization to operate it. If 
your monitor is not performing as it should, 
take it to your local store for assistance. 



WARNING: To reduce the risk of fire or shock 
hazard, do not expose this product to rain or 
moisture. Do not insert any metallic object through 
ventilation grilles. 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT 
REMOVE THE COVER OR BACK. NO USER-SERICEABLE PARTS INSIDE. 
REFER SERVICING TO QUALIFIED PERSONNEL. 
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specifications 


h. 


Picture Tube: B/W 14" diagonal 

Power Source: 110V -240V AC, 60Hz 

TV System: NTSC 

Resolution 300 LPI 

Operating Temperature: 32 to 104 F (0 to 40 C) 

Operating Humidity: Under 90% RH 

Dimensions (WHD): ... 12.5 x 12.8 x 12.5 inches 
Weight: 22 lbs 

Specifications are typical; individual units might 
vary. Specifications are subject 
to change and improvement without 
any notice. 


• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected. 


Consult your local RadioShack store or an experienced radio/TV technician 
for help. 

If you cannot eliminate the interference, the FCC requires that you stop 
using your phone. Changes or modifications not expressly approved 
by RadioShack may cause interference and void the user's authority to 
operate the equipment. 


Product 

14” Black and White 2 Channel 
Surveilance Monitor 

Model 

49-1020 

Responsible Party 

RadioShack 
300 RadioShack Circle 
Fort Worth, 

TX 76102 

Phone 

817-415-3200 


This device complies with Part 15 of the FCC Rules. Operation is subject 
to the following two conditions: ( 1 ) This device may not cause harmful 
interference, and (2) This device must accept any interference received, 
including interference that may cause undesired operation. 
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limited 90-day warranty 

This product is warranted by RadioShack against manufacturing defects in materiai 
and workmanship under normal use for (ninety) 90 days the date of purchase from 
RadioShack company-owned stores and authorized RadioShack franchisees and dealers. 
For complete warranty details and exclusions, check with your local RadioShack store. 

RadioShack Customer Relations 

300 RadioShack Circle, Fort Worth, TX 761 02 
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